










































































































































































































































● Do not install the motion sensor kit at the following places in order to avoid malfunction.
(1) Places exposed to direct sunlight
(2) Places near heat devices
(3) High humidity places
(4) Hot surface or cold surface enough to 

generate condensation
(5) Places exposed to oil mist or steam directly
(6) Places affected by the direct air flow of the 

Indoor unit
(7) Places where the motion sensor is 

influenced by the fluorescent lamp or 
sunlight

(8) Places where the motion sensor is affected 
by infrared rays of any other communication 
devices

(9) Places where some object may obstruct the 
motion sensor

(10) Place that the motion sensor have a shock
(11) Place with the strong radio wave or Static 

electricity
(12) Place that motion sensor lens become 

tainted or have damaged. Dusty place
(13) Place where it runs in parallel with strong 

voltage lines such as power source wiring

● Do not leave the motion sensor without the cover.

 In case the cover needs to be detached, protect the motion sensor with a packaging or bag  
in order to keep it away from water and dust.

• This manual describes how to install the motion sensor kit.
• Instruct the customer how to operate it correctly referring to the instruction manual.
• For the installation method of the air-conditioner itself, refer to the installation manual enclosed in the 

package.

● Connect the wiring to the PCB in the control box on the indoor unit and hold the wiring 
securely so as not to apply unexpected stress on the PCB.  

● Make sure the power source is turned off when electric wiring work. 
Otherwise, electric shock, malfunction and improper running may occur.

WARNING

CAUTION

Attention

Accessories
Please make sure that all components are in the package.

ø  Please prepare a relay wiring for connecting the motion sensor and indoor unit on site. (0.2mm2  or 
thicker, triplex (red, white and black) cable for communication, with the maximum length of 8m.)

Motion sensor Wiring <1> Wiring <2> Wiring <3> 2 screws Manual
In case of CnL 

connector on the  
indoor unit PCB  

(FDT/FDK/FDTC)

In the case of CnV2 
connector on the 
indoor unit PCB

In the case of CnV 
connector on the 
indoor unit PCB 

(FDTQ/FDFL/FDFU)

(b)  Installation manual

PJZ012D134
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Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 3.9 kW Total electric power input Pelec 0.030 kW

Cooling capacity (latent) Prated,c 0.1 kW LWA 50.0 dB

Heating capacity Prated,h 4.5 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 4.4 kW Total electric power input Pelec 0.040 kW

Cooling capacity (latent) Prated,c 0.6 kW LWA 55.0 dB

Heating capacity Prated,h 5.4 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 5.5 kW Total electric power input Pelec 0.070 kW

Cooling capacity (latent) Prated,c 0.1 kW LWA 58.0 dB

Heating capacity Prated,h 6.7 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 6.1 kW Total electric power input Pelec 0.080 kW

Cooling capacity (latent) Prated,c 1.0 kW LWA 59.0 dB

Heating capacity Prated,h 8.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 8.1 kW Total electric power input Pelec 0.130 kW

Cooling capacity (latent) Prated,c 1.9 kW LWA 62.0 dB

Heating capacity Prated,h 11.2 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 9.1 kW Total electric power input Pelec 0.140 kW

Cooling capacity (latent) Prated,c 3.4 kW LWA 63.0 dB

Heating capacity Prated,h 14.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 9.8 kW Total electric power input Pelec 0.140 kW

Cooling capacity (latent) Prated,c 4.2 kW LWA 63.0 dB

Heating capacity Prated,h 16.0 kW

Mitsubishi heavy industries thermal systems,LTD 

N PJF000Z589-94

FDT140VH

Sound power level
(per speed setting,if applicable)

Contact details

FDT100VH

Sound power level
(per speed setting,if applicable)

Contact details

FDT125VH

Sound power level
(per speed setting,if applicable)

Contact details

Contact details

FDT40VH

Sound power level
(per speed setting,if applicable)

Contact details

FDT50VH

Sound power level
(per speed setting,if applicable)

Contact details

FDT60VH

Sound power level
(per speed setting,if applicable)

Contact details

FDT71VH

Sound power level
(per speed setting,if applicable)

RPJF000Z589
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Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 5.8 kW Total electric power input Pelec 0.250 kW

Cooling capacity (latent) Prated,c 1.3 kW LWA 65.0 dB

Heating capacity Prated,h 8.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 7.7 kW Total electric power input Pelec 0.350 kW

Cooling capacity (latent) Prated,c 2.3 kW LWA 65.0 dB

Heating capacity Prated,h 11.2 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 10.5 kW Total electric power input Pelec 0.400 kW

Cooling capacity (latent) Prated,c 2.0 kW LWA 67.0 dB

Heating capacity Prated,h 14.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 11.2 kW Total electric power input Pelec 0.550 kW

Cooling capacity (latent) Prated,c 2.8 kW LWA 70.0 dB

Heating capacity Prated,h 16.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 14.2 kW Total electric power input Pelec 1.180 kW

Cooling capacity (latent) Prated,c 4.8 kW LWA 75.0 dB

Heating capacity Prated,h 22.4 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 20.0 kW Total electric power input Pelec 1.180 kW

Cooling capacity (latent) Prated,c 4.0 kW LWA 75.0 dB

Heating capacity Prated,h 27.0 kW

Mitsubishi heavy industries thermal systems,LTD 

V PJG000Z625-42

Contact details

FDU200VG

Sound power level
(per speed setting,if applicable)

Contact details

FDU250VG

Sound power level
(per speed setting,if applicable)

Contact details

FDU100VH

Sound power level
(per speed setting,if applicable)

Contact details

FDU125VH

Sound power level
(per speed setting,if applicable)

Contact details

Contact details

FDU71VH

Sound power level
(per speed setting,if applicable)

FDU140VH

Sound power level
(per speed setting,if applicable)

WPJG000Z625
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Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 3.2 kW Total electric power input Pelec 0.100 kW

Cooling capacity (latent) Prated,c 0.8 kW LWA 60.0 dB

Heating capacity Prated,h 4.5 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 3.7 kW Total electric power input Pelec 0.100 kW

Cooling capacity (latent) Prated,c 1.3 kW LWA 60.0 dB

Heating capacity Prated,h 5.4 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 3.9 kW Total electric power input Pelec 0.160 kW

Cooling capacity (latent) Prated,c 1.7 kW LWA 60.0 dB

Heating capacity Prated,h 6.7 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 5.8 kW Total electric power input Pelec 0.200 kW

Cooling capacity (latent) Prated,c 1.3 kW LWA 65.0 dB

Heating capacity Prated,h 8.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 7.7 kW Total electric power input Pelec 0.290 kW

Cooling capacity (latent) Prated,c 2.3 kW LWA 65.0 dB

Heating capacity Prated,h 11.2 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 10.5 kW Total electric power input Pelec 0.330 kW

Cooling capacity (latent) Prated,c 2.0 kW LWA 67.0 dB

Heating capacity Prated,h 14.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 11.2 kW Total electric power input Pelec 0.450 kW

Cooling capacity (latent) Prated,c 2.8 kW LWA 70.0 dB

Heating capacity Prated,h 16.0 kW

Mitsubishi heavy industries thermal systems,LTD 

S

FDUM40VH

Sound power level
(per speed setting,if applicable)

Contact details

FDUM50VH

Sound power level
(per speed setting,if applicable)

Contact details

FDUM60VH

Sound power level
(per speed setting,if applicable)

Contact details

FDUM71VH

Sound power level
(per speed setting,if applicable)

Contact details

FDUM100VH

Sound power level
(per speed setting,if applicable)

Contact details

FDUM125VH

Sound power level
(per speed setting,if applicable)

Contact details

FDUM140VH

Sound power level
(per speed setting,if applicable)

Contact details

PJG000Z491-94TPJG000Z491
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Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 3.4 kW Total electric power input Pelec 0.050 kW

Cooling capacity (latent) Prated,c 0.6 kW LWA 60.0 dB

Heating capacity Prated,h 4.5 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 3.8 kW Total electric power input Pelec 0.050 kW

Cooling capacity (latent) Prated,c 1.2 kW LWA 60.0 dB

Heating capacity Prated,h 5.4 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 5.0 kW Total electric power input Pelec 0.080 kW

Cooling capacity (latent) Prated,c 0.6 kW LWA 60.0 dB

Heating capacity Prated,h 6.7 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 5.6 kW Total electric power input Pelec 0.080 kW

Cooling capacity (latent) Prated,c 1.5 kW LWA 60.0 dB

Heating capacity Prated,h 8.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 8.4 kW Total electric power input Pelec 0.130 kW

Cooling capacity (latent) Prated,c 1.6 kW LWA 64.0 dB

Heating capacity Prated,h 11.2 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 9.3 kW Total electric power input Pelec 0.130 kW

Cooling capacity (latent) Prated,c 3.2 kW LWA 64.0 dB

Heating capacity Prated,h 14.0 kW

Mitsubishi heavy industries thermal systems,LTD 

Model(s) :

Item Symbol Value Unit Item Symbol Value Unit

Cooling capacity (sensible) Prated,c 10.2 kW Total electric power input Pelec 0.140 kW

Cooling capacity (latent) Prated,c 3.8 kW LWA 65.0 dB

Heating capacity Prated,h 16.0 kW

Mitsubishi heavy industries thermal systems,LTD 

P PFA004Z088-103

Contact details

FDE40VH

Sound power level
(per speed setting,if applicable)

Contact details

FDE50VH

Sound power level
(per speed setting,if applicable)

Contact details

FDE60VH

Sound power level
(per speed setting,if applicable)

Contact details

FDE71VH

Sound power level
(per speed setting,if applicable)

FDE140VH

Sound power level
(per speed setting,if applicable)

Contact details

Contact details

FDE100VH

Sound power level
(per speed setting,if applicable)

Contact details

FDE125VH

Sound power level
(per speed setting,if applicable)

RPFA004Z088
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HYPER INVERTER PACKAGED AIR-CONDITIONERS
(Split system, Air to air heat pump type)

STANDARD INVERTER PACKAGED AIR-CONDITIONERS

Air-Conditioning & Refrigeration Systems

16-5, Konan 2-chome, Minato-ku, Tokyo, 108-8215 Japan

http://www.mhi.co.jp

© Copyright MITSUBISHI HEAVY INDUSTRIES, LTD.

Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.

INVERTER WALL MOUNTED TYPE
RESIDENTIAL AIR-CONDITIONERS

Copyright MITSUBISHI HEAVY INDUSTRIES THERMAL SYSTEMS, LTD.
Because of our policy of continuous improvement, we reserve the right to make changes in all specifications without notice.

C

MITSUBISHI HEAVY INDUSTRIES THERMAL SYSTEMS, LTD.
2-3, Marunouchi 3-chome, Chiyoda-ku, Tokyo, 100-8332, Japan
http://www.mhi-mth.co.jp/en/
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