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Quick Start Guide

For additional information regarding the P51-870 TITAN™
and ManTooth™ App operation, please see the User Manual
and ManTooth Quick Start Guide at www.yellowjacket.com.
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Tap to power
unit on

Power the unit on by pressing the power button once.
Select the desired mode of operation from the modes menu.

Plug the low side temperature probe into T1 on the back
of the device. Plug the high side temperature probe into
T2 on the back of the device.
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Pressure/Temperature Mode displays system pressure, temperature, saturation
temperature, system superheat and subcooling. Settings can be accessed by
tapping the settings icon in the upper right corner. The modes menu can be
accessed by tapping the button labeled with the name of the current mode at the
top of the screen. The units and refrigeration menus can be quickly accessed by
tapping the buttons in the lower left and right corners respectively.
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While in Pressure/Temperature mode, tapping the center of either gauge
will convert the gauge into a graph. Tap the center of the graph to convert

the graph back to a gauge.

Evacuation Mode displays vacuum pressure as measured by a YJ auxiliary
vacuum sensor. Plug the vacuum sensor into either Al or A2 on the back of
the device. Tap Target to set the target evacuation pressure. Tap Hold to
set the duration of the vacuum hold timer.
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Once the Vacuum Hold timer has depleted, the user is prompted
to start a pressure hold test. Tap the button to advance to the
pressure hold setup screen.

PRESSURE RISE

ALLOWABLE CHANGE
TEST DURATION -

Allowable change is the maximum allowable vacuum pressure the
system is allowed to reach before failure. Set the allowable change value
by adjusting the slider bar. Adjust the duration of the pressure hold test
by tapping the “+” and “-” buttons. When ready to begin the pressure
rise test, tap the Continue button next to Pressure Rise.

The Pressure Rise test
will monitor the

current vacuum

pressure and the

percent change in
pressure. The device
will prompt the user

with a Pass or Fail

message depending if

the system passes or
fails the test
respectively.




